
CAUTION: YOU MUST ENSURE THE PUMP IS UNPLUGGED BEFORE BEGINNING SPA MAINTENANCE TO AVOID RISK OF INJURY OR DEATH. 
Filter Cartridge Maintenance
NOTE: To ensure your spa water stays clean, check and clean your filter cartridges every day follow the steps below.
NOTE: We recommend changing your filter cartridges every week or, if the filter cartridges remain soiled and discolored, they should be replaced.

Water Maintenance
Keeping your spa water clean and chemically balanced is necessary. Simply cleaning the filter cartridge is not enough for proper maintenance, we recommend you use pool chemicals to maintain water chemistry 
and chlorine or bromine tablets (do not use granules) with the chemical floater.
As a guide, the water should be changed about every 3 days. This is only a guide; water quality is influenced by frequency of use, persons using the spa and general maintenance.

Draining the Spa
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Using chemical tablets (not included): Using chemical liquid (not included):

NOTE: Remove the chemical floater from spa when the spa is in use.
IMPORTANT: After performing chemical maintenance and before using the spa, 
use a test kit (not included) to test the water chemistry.
We recommend maintaining your water as table below.

pH Total Alkalinity Free Chlorine
7.4-7.6 80-120 ppm 2-4 ppm

NOTE: Damage resulting from chemical imbalance is not covered by the warranty. Pool chemicals are potentially toxic and should be handled with care. There are serious health risks from chemical vapors and 
the incorrect labeling and storage of chemical containers. Please consult your local pool supply retailer for more information about chemical maintenance. Pay close attention to the chemical manufacturer's 
instructions. Spa damage resulting from misuse of chemicals and mismanagement of spa water is not covered by the warranty.

Air-Valve Adjustment (For #54113 #54129 #54154 #54156 Only)
In case of air leakage, check the air-valve first. Using soapy water, cover the air-valve to check if air is leaking, if so, use the provided wrench to fasten the air-valve following these steps:

o ck

• With one hand, hold the backside of the air-valve from the inner side of the spa wall and turn the wrench clockwise. 

NOTE:
1. Do not over tighten.
2. Always check the air-valve carefully before use. 
3. Do not adjust the air-valve connector when the spa is in use.
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NOTE: DO NOT use hard brushes or abrasive cleaners.
Detergent residues and dissolved solids from bathing suits and chemicals may build up on the spa walls. Use soap and water to clean the walls and rinse thoroughly.

Spa Repair
For Spa #54112, #54123, #54148 and inflatable cover.
If the spa is torn or punctured, use the provided heavy-duty repair patch.
1. Clean area to be repaired.
2. Carefully peel patch.
3. Press patch over area to be repaired.
4. Wait 30 seconds before inflation.

Cleaning the spa

For Spa #54113, #54129, #54154, #54156 (Not including inflatable cover)
If the spa is torn or punctured, use the provided PVC repair patch and glue (not included) following these 
steps:
1. Clean and dry area to be repaired.
2. Cut the provided PVC patch to appropriate size.
3. Use glue (not included) to coat the one side of the newly cut patch. Make sure the glue is evenly 

distributed.
4. Wait for 30 seconds and then place the cut patch with glue over the damaged area.
5. Smooth out any bubbles of air that may be trapped underneath, and press firmly for two minutes.
6. The product is once again ready for use. Repeat this process should further leaks occur.
7. Wait 30 minutes before inflation.Lay-Z-Spa Storage

Disposal

Make sure the spa and pump are completely dry. This is essential to extend the life of the spa. We recommend using the pump to blow dry the spa, pump and pipes. Remove the filter sets and discard the used 
filter cartridges. Re-attach the two stopper caps onto the spa’s inlet and outlet valves. It is recommended you store the spa in its original package in a warm dry place.

Meaning of crossed-out wheeled dustbin symbol: Do not dispose of electrical appliances as unsorted municipal waste, use separate collection facilities. Contact your local government for information 
regarding the collection systems available. If electrical appliances are disposed of in landfills or dumps, hazardous substances can leak into the groundwater and get into the food chain, damaging 
your health and well-being. When replacing old appliances with new ones, the retailer is legally obligated to take back your old appliance for disposals at least free of charge.

NOTE: Plastic becomes brittle and susceptible to breaking when exposed to subzero temperatures. Freezing can severely damage the spa. Improper winterization 
of your spa can void your warranty.

Note: We recommend you take a shower before using your Lay-Z-Spa, as cosmetic products, lotions, and other residues on the skin can quickly degrade water quality.
To use the chemical floater, please follow the below instruction.

MAINTENANCE
NOTE: Your spa will require additional air to be added from time to time. Changes in 
temperature from day to night will change the pressure in the spa and may cause a 
certain amount of deflation. Please follow the Assembly instructions and drain the spa 
before inflating to the accurate pressure needed. 

NOTE:  Lift up the spa when there is
only a little water left. Damages to 
the handles are not covered under 
the warranty.   
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